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Single Phase Pad-Mtd Transf — Phase / Neutral Connection — Feed-Thru Circuit




"CLAM—SHELL" ENCLOSURE

ﬁGROUND CENTER TAP

BAYONET OIL—IMMERSED
EXPULSION FUSE —

OIL-IMMERSED

CURRENT—LIMITING

FUSE /
TRANSFORMER BUSHING } g g
WELL, TYP OF Zx

5S¢

BUSHING INSERT, RN
TP OF 2 ~7 P LOW VOLTAGE
CABLE
PRIMARY NEUTRAL SURGE s TERMINATIONS
LOAD BREAK CONNECTOR, ARRESTER
TYP OF 2 -\ T %?FC))USE ;’AD
CABLE WELL P N . /CONCRETE PAD
ZE \\ ‘,
=NEM ¢ [T e EErT R
11

PRIMARY  CIRCUIT—— m L& G
| // ) COPPER GROUNDING
< ¢ > K CONDUCTORS
o) —

2 BARE—<  #4/0
t T SECONDARY SERVICE

BARE
M L H
#4/0 BARE COPPER GROUND LOOP —=—— GROUND ROD, TYP
2'-0" ENCIRCLING ENTIRE CONCRETE OF 4, 1 AT EACH
MIN PAD. MIN 18" BELOW FINISHED CORNER OF PAD
GRADE
—— ___, 600V INSULATION

[DESIGNER TO SIZE PER NEC]

SINGLE PHASE PAD-MOUNTED TRANSFORMER DETAIL
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