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SECTI ON 01 50 00.05 20

TEMPCRARY FACI LI TIES AND CONTROLS FOR DESI GN- BUI LD
11/07

NOTE: This gui de specification covers the

requi renents for tenporary construction facilities
and controls over contractor operations required for
use in all projects.

Adhere to UFC 1-300-02 Unified Facilities Guide
Speci fications (UFGS) Fornmat Standard when editing
this gui de specification or preparing new project
specifications sections. Edit this guide
specification for project specific requirenents by
addi ng, deleting, or revising text. For bracketed
itens, choose applicable iten(s) or insert
appropriate information.

TO DOMLQAD UFGS GRAPHI CS
G to
http://mww.whbdg.org/ffc/dod/unified-facilities-guide-specifications-ufgs/forms-graphics-tables

Renmove information and requirements not required in
respective project, whether or not brackets are
present.

Conment s, suggestions and reconmmended changes for
this gui de specification are wel cone and shoul d be
submtted as a Criteria Change Request (CCR)

If the RFP Editor is utilizing Specsintact, this
gui de specification includes tailoring options for
NAVFAC regi onal requirenments. Selection or

desel ecting of a tailoring option will include or
exclude that option in the section, but editing the
resulting section to fit the project is stil

required.

*% *% *% *% *% *% *% *% *% *% *%% *% *%%

NOTE: On the draw ngs, show

1. Location of tenporary buil dings and storage
areas, if specified;
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2. Location of temporary utility connections, if
specified.
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PART 1 GENERAL

1.1 REFERENCES

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhhhkhkhkkkkkkkkkkhkhhkhhkhkkkkkkkkkk

NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
thi s paragraph by organi zati on, designation, date,
and title.

Use the Reference Wzard's Check Reference feature
when you add a RID outside of the Section's
Reference Article to automatically place the
reference in the Reference Article. Also use the
Ref erence Wzard's Check Reference feature to update
t he i ssue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci fication when you choose to reconcile
references in the publish print process.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

AMERI CAN WATER WORKS ASSOCI ATI ON ( AWAA)

AWM C511 (2017) Reduced-Pressure Principle Backfl ow
Prevention Assenbly

FOUNDATI ON FOR CROSS- CONNECTI ON CONTROL AND HYDRAULI C RESEARCH

(FCCCHR)
FCCCHR Li st (continuously updated) List of Approved
Backfl ow Prevention Assenblies
FCCCHR Manual (10th Edition) Manual of Cross-Connection

Control
NATI ONAL FI RE PROTECTI ON ASSOCI ATI ON ( NFPA)

NFPA 241 (2013; Errata 2015) Standard for
Saf eguar di ng Construction, Alteration, and
Dermolition QOperations

NFPA 70 (2017; ERTA 1-2 2017; TIA 17-1; TIA 17-2;
TIA 17-3; TIA 17-4; TIA 17-5;, TIA 17-6;
TIA 17-7; TIA 17-8; TIA 17-9; TIA 17-10;
TIA 17-11; TIA 17-12; TIA 17-13; TIA
17-14; TIA 17-15; TIA 17-16; TIA 17-17 )
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Nat i onal El ectrical Code
U.S. FEDERAL H GHWAY ADM NI STRATI ON ( FHWA)

MUTCD (2015) Manual on Uniform Traffic Control
Devices

U. S. NATI ONAL ARCHI VES AND RECORDS ADM NI STRATI ON ( NARA)

40 CFR 247 Conpr ehensi ve Procurenment Cuideline for
Products Contai ning Recovered Materials

1.2 SUBMITTALS

*kkkkkkkkkkkkkkkkkkkkkkkkkhkhhhhkkkkkkkkkkkkhkhhkhhkkkkkkkkkkkkhkhhkhhkhkkkkkkkkkik

NOTE: Review Subnittal Description (SD) definitions
in Section 01 33 00.05 20 CONSTRUCTI ON SUBM TTAL
PROCEDURES and 01 33 10.05 20 DESI GN SUBM TTAL
PROCEDURES and edit the following list to reflect
only the subnittals required for the project. Keep
submittals to the mininumrequired for quality
control.

The Guide Specification technical editors have
designated those itens that require Government
approval, due to their conplexity or criticality,
with a "G" GCenerally, other submittal itenms can be
reviewed by the Contractor's Quality Control

System Only add a "G' to an item if the submttal
is sufficiently inmportant or conplex in context of

t he project.

An "S" following a submittal itemindicates that the
submttal is required for the Sustainability

eNot ebook to fulfill federally mandated sustai nabl e
requi renents in accordance with Section 01 33 29
SUSTAI NABI LI TY REPORTI NG Coordi nate all Part 2 and
Part 4 Specification Sections with 01 33 29.05 20
SUSTAI NABI LI TY REPORTI NG FOR DESI G\- BUI LD.

kkkkkkkkkkkhkkkkkkkkkkkkkhk kkkkkkkkkkkkkkkkkkkkkkhkhhkhhkkkkkkkkkhkkhkhk

Government approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for Contractor Quality Control
approval. Submittals with an "S" are for inclusion in the Sustainability
eNot ebook, in conformance with Section 01 33 29.05 20 SUSTAI NABI LI TY
REPORTI NG FOR DESI GN-BUI LD.  Submit the following in accordance with

Section 01 33 00.05 20 CONSTRUCTI ON SUBM TTAL PROCEDURES and 01 33 10.05 20
DESI GN SUBM TTAL PROCEDURES:

SD- 01 Preconstruction Submttals

[ Traffic Control Plan; G

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Include the following submttal for NAVFAC
Sout heast projects at the Charleston Air Force Base
and for other NAVFAC Sout heast projects as

determ ned by the Contracting Oficer based on

proj ect size, scope, conplexity, and visibility.
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[ Construction Site Plan; G

] SD- 03 Product Data

NOTE: Include the following for all projects
connecting to a potable water supply.

kkkkkkkkkkkkkkkkkkkkkkkkkhkhkhhkkkkkkkkkkkkhkhkhhkkkkkkx

*kkkkkkkkkkkkkkkkkkk

Backfl ow Preventers
SD-06 Test Reports

Backfl ow Preventer Tests; G

SD-07 Certificates

Backfl ow Tester Certification; G

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhhhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhhkhkkkkkkkkkk

NOTE: Include the following for all projects
connecting to a potable water supply.

*% *% *% *% *% *% *% *% *%

*% *%% *% *%%

[ Backfl ow Preventers Certificate of Full Approva

11.3 EPA LI STED | TEMS USED | N CONDUCT OF THE WORK BUT NOT | NCORPCRATED I N
THE VWORK

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkhkhkkkkkkkkkkkkhkhhkhkhkkkkkkkkkkkkhkhhkhhkkkkkkkkkkk

NOTE: This paragraph is to encourage the Contractor
to use recycled or recovered naterials in daily
adm ni strative operations.

*% *% *% *% *% *% *% *% *%

*% *%% *% *%%

There are nmany products listed in 40 CFR 247 whi ch have been designated or
proposed by EPA to include recycled or recovered materials that my be used
by the Contractor in performng the work but will not be incorporated into
the work. These products include office products, tenporary traffic
control products, and pallets. These non-construction products contain the

hi ghest practicabl e percentage of recycled or recovered materials and can
be recycl ed when no | onger needed.

[1.4 CONSTRUCTI ON SI TE PLAN

*% *% *% *% *% *% *% *% *% *% *%% *% *%%

NOTE: Use this paragraph for NAVFAC Sout heast
projects at Charleston Air Force Base only

kkkkkkkkkkkkkkkkkkkkkkkkkhkhkhhkkkkkkkkkkkkhkhkhhkkkkkk
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Prior to the start of work, submt a site plan showing the |ocations of

tenmporary facilities (including | ayouts and details, equipnent and materia
storage area (onsite and offsite), and access and haul routes used for this
contract. Show locations of safety and construction fences, site trailers,

construction entrances, trash dunpsters, tenporary sanitary facilities, and
wor ker parking areas.
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]11.5 BACKFLOW PREVENTERS CERTI FI CATE

1.

[

Certificate of Full Approval from FCCCHR List, University of Southern
California, attesting that the design, size and make of each backfl ow
preventer has satisfactorily passed the conpl ete sequence of performance
testing and eval uation for the respective |evel of approval. Certificate
of Provisional Approval is not acceptable.

.5.1 Backfl ow Prevention Training Certificate

The Contractor mnust submit a certificate recognized by the State or |ocal
authority that states the Contractor has conpleted at |east 10 hours of
training in backflow preventer installations. The certificate nust be
current.

6 TEMPCRARY UTI LI TI ES

NOTE: Thi s paragraph nmust be coordinated with the
Contracting Oficer. Coordinate with FAR C ause
52.236-14. Choose one of the follow ng options.
For NAVFAC Atlantic, delete the article if utility
service is covered in a Section "Special Conditions
for Projects at | ]"; used for some OCONUS
stations.

kkkkkkkkkkkkkkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhkhkhkhkhkkkkkkkkkkk
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NOTE: CGovernnent utilities listed in this paragraph
may be furnished, if available without interfering
with Governnment needs. These services shall not be
made free of charge except: (1) on Air Force
projects; (2) on other projects when adninistrative
costs exceed the value of the services; or (3) when
ot herwi se advant ageous to the Governnent. The
general |ayout plan or other appropriate draw ng
shal | indicate the point at which the Governnment
will deliver each utility specified and shoul d show
perti nent data such as voltage, L/nin gal/nmn, and
pi pe sizes. Information regarding the types of
utilities available, the rates, the points of
connection' and the quantities avail able should be
obtai ned fromthe Governnent.

kkkkkkkkkkkkhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhhkhkkkkkkkkkkkhkhhkhkhkkkkkkkkkk

Reasonabl e amounts of the following utilities will be made available to the
Contractor [without charge.] [at the prevailing rates.] [at the follow ng
rates:] ]

[Electricity] [[$ per 11
[ Pot abl e Wat er] N per 1]
[Salt Water] N per 1]
[ Conpressed Air] [[$ per 1]
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[Steam] [[$ per 11

[Nat ural Gas] [[$ per 1]

[Sanitary Sewer] [[$ per 1]

The point at which the Government will deliver such utilities or services
and the quantity avail able nust be coordinated with the Contracting
Oficer. The Contractor nust pay all costs incurred in connecting,
converting, and transferring the utilities to the work. The Contractor
nmust make connections, including [providing backfl ow preventing devices on
connections to donestic water lines;] [providing neters;] and providing
transforners; and make di sconnections.[ Under no circunstances wll taps
to base fire hydrants be allowed for obtaining donestic water.]

[1.6.1 Contractor Utilities
The Contractor must provide his own utilities.

I 1.6.2 Uilities at Special Locations

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkkkkhkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhhkkkkkkkkkkk

NOTE: For NAVFAC M dl ant and NAVFAC Atlantic HQ
proj ects choose one of the follow ng options. For
the first option, in the first set of brackets,
insert the name of the activity to which application
shoul d be made. Include the second bracketed option
for projects located at MCAS Cherry Point.

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhkhkhkhkkkkkkkkkkk

[ Reasonabl e anpbunts of utilities will be nade avail able to the Contractor
at the prevailing Governnent rates. These rates nmay be obtai ned upon
application to the Coomanding Oficer, [__ ], by way of the Contracting
Oficer. The Contractor is responsible for making connections, providing
transformers and neters, and naki ng di sconnections; and for providing
backfl ow preventer devices on connections to donestic water |ines.]

[ Nei ther potable water nor sanitary facilities will be available at the

mai n Contractor |aydown area at Marine Corps Air Station (MCAS), Cherry
Poi nt, NC.]

kkkkkkkkkkkkkkkkkkkkkkkkkkhhhkhkkkkkkkkkkkkhkhhkhkhkkkkkkkkkkhkhhkhkhkkkkkkkkkkk

NOTE: Use the follow ng option for projects |ocated
in Argentina and the Azores and for Air Force
projects in NAVFAC Europe. Use this paragraph for
other activities only when approved by the activity.

kkkkkkkkkkkkhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhhkhkkkkkkkkkkkhkhhkhkhkkkkkkkkkk

Reasonabl e anobunts of utilities will be nade avail able without charge. The
Contractor is responsible for making connections, providing transforners
and neters, and maki ng di sconnections; and for providi ng backfl ow preventer
devi ces on connections to donmestic water lines. Under no circunstances
will taps to base fire hydrants be allowed for obtaining domestic water.

*kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhkhkhkkkkkkkkkk

NOTE: Use the follow ng option only for MCON funded
and non-appropriated funds projects at Marine Corps
Base, Canp Lejeune and Marine Corps Air Station
(Helicopter (H)), New River

SECTI ON 01 50 00.05 20 Page 8



[ Reasonabl e anmounts of utilities will be nmade available to the Contractor at
the prevailing Governnent rates and rmay be obtai ned upon application to the
Base Mai ntenance Officer, Bldg. 1202, Marine Corps Base, Canp Lejeune. A
refundabl e security deposit to the Resident O ficer in Charge of
Construction nmust be made prior to application for services. The
Contractor is responsible for providing transfornmers, neter bases,
el ectrical service poles and drops for electrical services, and backfl ow
preventer devices on connections to donestic water lines. Final taps and
tie-ins to the Governnent utility grid will be nmade by Base Mai nt enance who
will also provide and seal a 120 or 208 volt, three-wire kW neter. Tap-in
cost, if any, is the responsibility of the Contractor. Tanpering or
nmovenment of a sealed neter without notification to base maintenance is
grounds for discontinuance of electrical service. The Contractor ise
responsible for providing |arger neters required if not available fromthe
Government. The Contractor is responsible for the cost of utility services
required until the date of Governnent acceptance. Under no circunstances
will taps to base fire hydrants be allowed for obtaining donestic water

11 1.6.3 Uilities at Guam Provided by Contractor for Special Projects
Contact the Governnment of Guam for water and electricity.
I 1.6.4 Uility Services at M dway

a. Potable water is rationed during dry periods and not avail able for
construction purposes during the nonths of June and July.

b. Electrical power available, primary voltage is 2400 volt 3 phase, 3
wire, 60 cycle AC. Secondary voltages nmay be 120/ 208 or 120/ 240 volts.

c. Provide new neters for potable water, brackish water and electricity.
The cost of utility services furnished may be reduced by the cost the
Government would nornally pay for conparable nmeters if, at the end of
the job, the nmeters are delivered to the Governnment in good condition

I 1.6.5 Uility Services for Diego Garcia Projects

*kkkkkkkkkkkkhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhkhkkkkkkkkkkkhkhhkhhkhkkkkkkkkkk

NOTE: Use for Diego Garcia projects.

*% *% *% *% *% *% *% *% *% *% *%%

a. Potable water will be nade available to Contractor's office and
housing. The prevailing rate for potable water is $2.07 per thousand
gallons.

b. No charge for brackish water

c. FElectrical power available is primary, 2400 volt 3 phase, 3 wire, 60
cycle AC, secondary voltages may be 120/208 or 120/240 volts. The
prevailing rate for electricity is $0.0647 per kilowatt hour (KW).

d. Sewage costs at $1.09 per 3800 L( KGAL).

e. Provide new neters for potable water and electricity. The cost of
utility services furnished may be reduced by the cost the Government

woul d nornmally pay for conparable nmeters if, at the end of the job, the
nmeters are delivered to the Governnent in good condition

SECTI ON 01 50 00.05 20 Page 9



[1.6.5.1 Cont ract or- Omed and Operated Radi o Tel econmuni cati ons

Il

I f approved, the Contractor nmay erect a transnmitter/receiver and antenna.
Subnmit for approval, 30 cal endar days prior to the use of the equi pnent,
the type of radi o equi pment power and band wi dth of the equi pnent.

1.6.5.2 Off-Island

The Government will provide military nessage comuni cation from Di ego
Garcia at no cost. The Contractor is responsible for the cost of
retransmtting nessages through commercial sources. Process nessages
through the Contracting Oficer. Messages will be screened and Iinmted use
of comunication facilities will be pernmitted. Private nessages wll be
permitted only for energencies. The Navy voice comunication systemwill
not be available for use by the Contractor. A Iocal vendor provides
comrerci al voice and tel etype services for [$3.32] per ninute.

1] 1.6.6 Uility Services for Wake Isl and

[

a. Potable water may not be available for construction during dry
periods. Desalinized water available during dry periods at $1300. 00
per day for 114-150 kL( 30, 000-40,000 gallons) per day.

b. Available primary voltage is 4160 volts, 3 phase, 3 wire, 60 cycle.
Secondary is 120/208 volts, 3 phase, 60 cycle.

111 1.6.7 Tel ephones at M dway, Wake, and Di ego Garcia

On-1sland service may be obtained if lines are available. Mke
arrangenents through the Contracting Officer. The prevailing rate for
cable or wireless is $100.00 per phone. There is no charge for on-island

t el ephone service. [Current rates are [$__ ] per nonth for each private
tel ephone line plus an installation charge of [$_ ]for each instrunent
_____ ] per nmonth for two-party lines plus [$__ ] per nonth for each
extension. Pay for the cost of the wiring on runs in excess of two

spans]. Long distance services are usually available at comrercial rates.
The Navy Radi o Communi cation System or Defense Switch Network will not be
available for use. [Limted teletypewiter circuit service is available.]

1[1.7 BACKFLOW TESTER CERTI FI CATI ON

Prior to testing, submt to the Contracting Officer certification issued by
the State or local regulatory agency attesting that the backfl ow tester has
successfully conpleted a certification course sponsored by the regulatory
agency. Tester nust not be affiliated with any conpany participating in
any ot her phase of this Contract.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Use for NAVFAC Sout hwest projects only.

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhhkhhkkkkkkkkkkk

Certified by the Gty of San D ego.

]1.8 WEATHER PROTECTI ON

Take necessary precautions to ensure that roof openings and other critica
openings in the building are nonitored carefully. Take i mediate actions
required to seal off such openings when rain or other detrinental weather

SECTION 01 50 00.05 20 Page 10



is immnent, and at the end of each workday.
1.8.1 Buil ding and Site Storm Protection

When a warning of gale force winds is issued, take precautions to nminimze
danger to persons, and protect the work and nearby Government property.
Precautions include, but are not limted to, closing openings; renoving

| oose materials, tools and equi prrent from exposed | ocations; and renoving
or securing scaffolding and other tenporary work. Close openings in the
wor k when storns of |esser intensity pose a threat to the work or any

near by Government property.

[1.8.1.1 [ Typhoon] [Hurricane] Condition of Readiness
Unl ess directed otherw se, conmply with:

a. Condition FOUR (Sustained winds of 93 knihr 58 nph or greater expected
within 72 hours): Normal daily jobsite cleanup and good housekeepi ng
practices. Collect and store in piles or containers all scrap |unber,
waste material, and rubbish for renoval and disposal at the close of
each work day. Maintain the construction site including storage areas,
free of accumul ation of debris. Stack formlunber in neat piles |ess
than one neter 3.3 feet high. Renove all debris, trash, or objects
that could becone missile hazards. Review requirenents pertaining to
"Condition THREE" and continue action as necessary to attain "Condition
FOUR' readi ness. Contact Contracting Oficer for [Condition
Requi rement s] [ Condition of Readi ness (COR) updates and conpl etion of
required actions].

b. Condition THREE (Sustai ned wi nds of 93 knihr 58 nph or greater expected
within 48 hours): Miintain "Condition FOUR' requirenents and conmence
securing operations necessary for "Conditi on TWO' readi ness. Cease al
routine activities which might interfere with securing operations.
Conmence securing and stow all gear and portable equi pnent. Make
preparations for securing buildings. Reinforce or renove formwrk and
scaffol ding. Secure nmachinery, tools, equipnment, materials, or renmove
fromthe jobsite. Expend every effort to clear all mssile hazards and
| oose equi prent from general base areas. Contact Contracting Oficer
for weather and COR updates and conpletion of required actions.

c. Condition TWD (Sustained winds of 93 knmf hr 58 nph or greater expected
within 24 hours): Secure the jobsite, and | eave Governnent prem ses.

d. Condition ONE (Sustained winds of 93 kmf hr 58 nph or greater expected
within 12 hours): Contractor access to the jobsite and Government
premi ses is prohibited.

1[1.9 STATI ON OPERATI ON AFFECT ON CONTRACTOR COPERATI ONS

*kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhkhkhkkkkkkkkkk

NOTE: Use this paragraph on all projects involving
potential conflicts with operating conditions other
than utilities or where the work nust be pursued in
a particular sequence. Clearly detail the
perm ssi bl e extent of sequencing or duration of
interruptions to station operation. Obtain

i nformati on fromthe Government.

*kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhkhkhkhkkkkkkkkkk
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I

[1.9.1 Restricted Access Areas
The Governnment will nonitor work in areas [listed below] [indicated].

Notify Contracting Oficer at |east 14 cal endar days prior to starting work
in these areas.

I

I 1.9.2 Speci al Restrictions Regardi ng Access of Vehicles and Par ki ng

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Do not add information related to station
regul ati ons which are of a routine nature. Unusua
access provisions dictated by the needs of a
particul ar project nmay be included, as directed.

*% *% *% *% *% *% *% *% *% *% *%%

[1.9.2.1 Interruption of Vehicular Traffic

If during the performance of work, it beconmes necessary to nodify vehicul ar
traffic patterns at any |ocations, notify the Contracting Oficer at |east
15 cal endar days prior to the proposed nodification date, and provide a
Traffic Control Plan detailing the proposed controls to traffic novenent
for approval. The plan nmust be in accordance with State and | oca
regul ati ons and the MUTCL. [Make all notifications and obtain any pernits
required for nmodification to traffic novenents outside Station's
jurisdiction.] Provide cones, signs, barricades, lights, or other traffic
control devices and personnel required to control traffic. Do not use
foil -backed material for tenporary pavenent marking because of its
potential to conduct electricity during accidents involving downed power
lines.

I 1.9.22 Conmmer ci al Vehicles In/Qut of NAVSTA/ NAS Norfol k, VA

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Use the foll owi ng paragraphs only for
projects |located at Naval Station (NAVSTA) or Naval
Air Station (NAS), Norfol k, VA

*% *% *% *% * *% *% *%%

a. Definitions. Comrercial vans and trucks are differentiated as foll ows:
(1) Cosed truck. A truck enclosed on four sides, top, and bottomto
whi ch entry can be made only through end or side doors and to
whi ch a seal can be applied.
(2) Open truck. A truck which is either fully open, such as fl atbed,
or contained by wooden slats or sideboards; or any truck to which
a seal cannot be appli ed.

(3) Commercial vehicles. A commbn contract or commrercial truck
wi t hout a decal issued by Norfolk, VA

(4) Trailer. A non-self-propelled enclosed cargo container used for
the transportati on of goods, e.g., a trailer pulled by a truck

b. Instructions and directions. Ensure that commercial trucks and
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trailers follow the instructions belowto provide for effective control
over their entry and exit fromthe base, novenent within the base, and
to reduce congestion both at the gates and within the base. In
general, conmercial trucks and comon carriers are required to enter
and exit through specified gates and process inmediately to a truck
control point for cargo mani fest check. The driver will be issued a
Mat eri al Movenent Control and Gate Pass, routing instructions, and
directions to depart the base via a designated exit point where the
pass is to be turned in.

(1) Common contract and conmercial trucks going to the area of
Bui I ding LP-84 (MAC Terminal), NAS Norfol k nust enter and exit
Gate 22. Gate 22 hours of operations are 5:30 a.m through 6:30
p.m and 10:30 p.m through 3:00 a.m, 7 days a week. The gate is
cl osed on holidays.

(2) O her comon contract and commercial trucks, except as noted bel ow
are allowed to enter the Naval Base through any Gate and exit
t hrough Gate 2.

(3) Common contract and conmercial trucks which enter the base may
depart through Gate 5, Gate 4, and Gate 22 only. The exit Truck
Control Point at Gate 4 is operated from7:00 a.m to 5:00 p.m

(4) For concrete- and asphalt-carrying trucks, the Resident Oficer in
Charge of Construction (RO CC), Norfolk VA w Il arrange entry and
exit through any gate other than Gate 2.

(5) Contractor vehicles with black Norfol k Naval Base decals will be
granted routine access to the base at all times. These trucks
nmust not enter or exit the base through Gate 2. These trucks are
subj ect to random checks and searches at exit gates |ike other
personal and conmercial vehicles to ensure that Governnent
property is not being taken off the base wi thout authorization and
documentation.

Movenent and Exit

(1) Material nmovement control and gate pass. A Material Mvenent
Control and Gate Pass (5ND GEN 5510/1) is required for the renoval
of Governnent, public, or private property from NAVSTA and NAS
Nor fol k conpl ex via conmercial vans and truck

(a) The Material Mvenent Control and Gate Pass will be originated
by the Naval Base Police Truck Control Officer, and will be given
to drivers of comrercial trucks for retention during transit to
internedi ate stops and to the exit gates. The pass nust be
presented by the driver to the Truck Control O ficer at the exit

truck stop. |If the driver has nore than one delivery or pickup
point, the driver nust present the pass at each stop so the new
activity may fill in appropriate information on the pass. A copy

of the pass will be retained by each activity after appropriate

i nfornmati on has been entered; renmining copies of the pass will be
returned to the driver. Passes are subject to review by the Naval
Base Police Departnent during transit and within command areas by
activity officials for verification of cargo content and to
deternmine if drivers are transiting pronptly and by the proper
route. For trailers expecting to be picked up and depart outside
nor mal wor ki ng hours, pre-prepared passes will be provided by the
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(2)

1110 1.10

activity duty officer or authorized supervising person prior to
cl ose of working hours. Trucking conpani es expecting to pick up
trailers after working hours should be instructed to pick up a
Mat eri al Movenent Control and Gate Pass fromthe responsible
activity. The activity duty officer or official will notify Base
Pol i ce Headquarters to clear the truck for exit at Gate 5 if the
seal and Material Mvenent Control and Gate Pass are in order

(b) When filling out a Material Mvenent Control and Gate Pass,
the last activity where business is conducted on the base is
responsi ble to ensure that the original of the pass is given to
the driver to turn in to the Truck Control officer at the truck
control stops.

(c) The Material Mvenent Control and Gate Pass nust be turned in
by the vehicle driver to a base police officer at a truck control
stop when he departures fromthe base.

(d) Governnent or commercial vehicles departing Naval Base,
Norfol k with Governnent, public, or private property nust possess
a Material Mvenent Control and Gate Pass filled out by a naval

of ficer or equivalent grade civilian within the driver's chain of
command. The Material Mvenent Control and Gate Pass shall be

i nspected and verified during random gate departure searches.

Car Seal s

(a) Commercial, sealable, closed trailers and trucks, full,
partially full, or enpty, destined to | eave the base nust be
seal ed upon departure fromany activity. The seal nunber and
trailer or truck nunmber nmust be entered on the Material Movenent
Control and Gate Pass.

(b) Commercial closed trailers and trucks received enpty for

| oadi ng with Governnent nmaterial nust have a Navy car seal affixed
to cargo doors after |oading and prior to departing through

desi gnat ed gat es.

(c) Closed trailers and trucks which have been only partially
| oaded or off-1oaded nmust be sealed conpletely at the end of
wor ki ng hours with a Navy car seal

(d) Application of Navy car seals is the responsibility of the
activity in charge of |oading and unl oading of trailers and trucks.

(e) The Naval Base Police Department will conduct random checks of
contents, seals, and fornms of trailers and trucks on the Nava
Base conpl ex.

(f) A truck driver whose van or truck does not have a properly
conpl eted Material Myvenment Control and Gate Pass or car seal wll
be refused exit clearance.

STORAGE AREAS

kkkkkkkkkkkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhkhkhkk

NOTE: The Government will provide the necessary
Station information. Indicate offsite storage areas
on the draw ngs.
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Contractor is responsible for security of his property. The Contract
Clause entitled "FAR 52.236-10, Operations and Storage Areas" and the
fol |l owi ng apply:

[1.10.1 Storage in Existing Buildings

The Contractor will be working [in] [around] existing building[s]; the
storage of material [will be allowed ina [__ ] square neter foot area]
[where indicated] [will not be allowed in the building[s]]. [Provide 2.4 nr
8 foot high security fence with a | ockable gate around the storage area.
Renove at the conpletion of work.]

110 1. 11 TEMPORARY SANI TARY FACI LI TI ES

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Use the second (optional) paragraph for
NAVFAC Sout heast projects at the Charleston Air
Force Base and for other NAVFAC Sout heast projects
as determined by the Contracting O ficer based on
proj ect size, scope, conplexity, and visibility.
Consult the Contracting O ficer for base standard
color.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

Provi de adequate sanitary conveni ences of a type approved for the use of
persons enpl oyed on the work, properly secluded from public observation
and maintained in such a manner as required and approved by the Contracting
Oficer. Mintain these conveniences at all tinmes w thout nuisance. Upon
conpl etion of the work, renove the conveni ences fromthe prem ses, |eaving
the prenises clean and free from nui sance. Dispose of sewage through
connection to a municipal, district, or station sanitary sewage system
Where such systens are not avail able, use chenical toilets or comparably
effective units, and periodically enpty wastes into a nunicipal, district,
or station sanitary sewage system or renpbve waste to a commerci al
facility. Include provisions for pest control and elimnation of odors.

[ Provide tenmporary sewer and sanitation facilities that are self-contained
units with both urinals and stool capabilities. Ventilate the units to
control odors and fumes and enpty and clean them at |east once a week or
nmore often if required by the Contracting Officer. The doors nust be
self-closing. The exterior of the unit nust match the base standard
color. Locate the facility behind the construction fence or out of the
public view

111.12 TEMPORARY BUI LDl NGS

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Covernnent will provide the necessary Station
i nformati on. Use paragraphs related to tenporary
facilities only when storage sheds or offices are
anticipated.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

Temporary facilities (including trailers) must be in |ike new condition and
must be maintai ned throughout the project. Locate these facilities [where
indicated.] [where directed and within the indicated operations area.]
Failure to maintain storage trailers or buildings to these standards wl|l
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result in the renoval of non-conplying units at the Contractor's expense.

A sign not smaller than 600 by 600 nm 24 by 24 inches nmust be conspi cuously
pl aced on the trailer depicting the conpany nane, business phone nunber,
and energency phone nunber. Trailers nust be anchored to resist high w nds
and nust neet applicable state of |ocal standards for anchoring nobile
trailers. Storage of material/debris under such facilities is prohibited.

[ Mai nt enance and repair services are available on a cost reinbursable
basis.] Contractor is responsible for the security of the stored property.

[1.12.1 Mai nt enance of Tenporary Facilities

Il

Il

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: For NAVFAC Sout heast projects at the

Charl eston Air Force Base and for other NAVFAC

Sout heast projects as determ ned by the Contracting
Oficer, use the first painting option. Consult the
Contracting O ficer for base paint standards.

*% *% *% *% *% *% *% *% *% *% *%% *% *%%

[Paint in accordance with base standards] [Suitably paint] and maintain the
tenmporary facilities. Failure to do so will be sufficient reason to
require their renoval

1.12.2 Navy Construction Representative's Ofice
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NOTE: For locations rempte froma RO CC of fice.
This provision will be deleted at nost stations and
for nost projects.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

Provide an office with a minimumof [9] [18] [___ ] square neter [100]
[200] [___ ] square feet of useful floor area for the exclusive use of
CGovernment personnel, in addition to and separate from any other office
space provided by the Contractor. Provide a weathertight structure with
adequate [heating and cooling,] toilet facilities, lighting, ventilation, a
1200 by 2400 nmr 4 by 8 foot plan table, [conputer work space] a standard
size office desk and chair, and tel ephone. [Provide either a 1,500 watt
radi ant heater and a wi ndow nounted air conditioner rated at [1.3] [2.6] kW
[4,500] [9,000] Btus ninimmor a wi ndow mounted heat punp of the sane

m ni mum heating and cooling ratings.] [Include the utilities required to
make these itens operable.] Provide a door with a cylinder |ock and w ndows
with |l ocking hardware. Make utility connections. Locate [as directed]
[where indicated]. After conpletion of the work, renove the entire
structure fromthe site.

1.12.3 Qual ity Control Manager Records and Field Ofice

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Include this paragraph when project has
separate QC Manager and project Superintendent.
Edit to suit the size and | ocation of the project.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

Provide on the jobsite an office with approximately [9] [18] [__ ] square
meter [100] [200] [___ ] square feet of useful floor area for the

excl usive use of the QC Manager. Provide a weathertight structure with
adequate [heating and cooling,] toilet facilities, lighting, ventilation, a
1200 by 2400 nmr 4 by 8 foot plan table, a standard size office desk and
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chair, conputer station, and working comunications facilities.[ Provide
either a 1,500 watt radi ant heater and a wi ndow nounted air conditioner
rated at 2.6 kW 9,000 Btus m ni num or a w ndow nounted heat punp of the
sanme mini mum heating and cooling ratings.] Provide a door with a cylinder

| ock and wi ndows with | ocking hardware. Make utility connections. Locate
[as directed] [where indicated]. File quality control records in the
office and nmake available at all tines to the Governnent. After conpletion
of the work, rempve the entire structure fromthe site.

]PART 2 PRODUCTS

[2.1 BACKFLOW PREVENTERS
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NOTE: Include the following for all projects
connecting to a potable water supply.

For NAVFAC Sout hwest, information on FCCCHR Li st
approved reduced pressure principle backfl ow devices
may be obtained fromthe Navy Public Wrks Center
San Diego, Uilities Departnent, (619) 556-7964.
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Reduced pressure principle type conformng to the applicable requirenents
AWM\ C511. Provide backflow preventers conplete with [65 kg] [150 pound]
[ ] flanged [cast iron,] [ductile iron,] [bronze,] [brass] nounted gate
valve [and strainer], [304] [___ ] stainless steel or bronze, interna
parts. [The particul ar make, nodel/design, and size of backflow preventers
to be installed must be included in the latest edition of the List of
Approved Backfl ow Prevention Assenblies issued by the FCCCHR List and nust
be acconpanied by a Certificate of Full Approval from FCCCHR Li st .]

I 2.2 PRQECT SIGN

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Provide project signboard without rendering
on all MLCON and other significant facility
projects for CNIC and NAVFAC i n accordance with
Plates 1, 3, and 4 of attached sketches. For USMC
and NAVFAC projects, provide signboard in accordance
with Plates 1IMC, 3, and 4 of attached sketches.

Unl ess wai ved by governnent project nanagenent,
provi de project signboard with rendering for al

M LCON and ot her significant projects. Signboard
with rendering details for CNI C and NAVFAC are

i ndicated in accordance with Plates 2, 3, 4 and 5 of
attached sketches. Signboard with rendering details
for USMC and NAVFAC are indicated in accordance with
Plates 2MC, 3, 4 and 5 of attached sketches. Signs
are generally not required for projects located in
renote areas; projects involving all interior work
parking ot and utilities projects whether overhead
or underground; etc. Discuss the necessity of a
sign and rendering with the using Activity.

*% *% *% *% *% *% *% *% *% *% *% *% *%%
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NOTE: The 1220 nm by 2440 mm 4 ft by 8 ft size of
the signboard depicted in Plates 1 and 2 is a
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Il

m ni mum si ze requirenent. Adjust size to suit,
massi ng, distance fromnost travel ed roads, traffic
and speed. Edit the nunber of signs to allow for
the size of the site and visual access of the site.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

Prior to initiating any work on site, provide [one][__ ] project
identification sign at the location coordinated with the Contracting
Oficer. Construct the sign in accordance with project sign detail
attached at the end of this section. Mintain sign throughout the life of
the project. Upon conpletion of the project, renove the sign fromthe
site.[ Provide color rendering of the project. Reproduce the rendering on
the signboard or enclose a copy of the rendering under a water-proof,
transparent cover, and caul k for weather protection.] Provide rendering in
accordance with Section 01 33 10.05 20 DESI GN SUBM TTAL PROCEDURES.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: For NAVFAC Europe projects in ltaly, add the
foll owi ng paragraph. Gbtain the current nane of the
Desi gn Safety Coordi nator from NAVFAC proj ect

manager and insert below Obtain the current name of
the Resident O ficer in Charge of Construction from
NAVFAC proj ect manager and insert as the
Construction Safety Oficer.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

On the project sign, provide points of contact for the Design Safety
Coordi nator and the Construction Safety O ficer in accordance with Italian
Law as follows: "Design Safety Coordinator-[_ ], CEC, U S. Navy,
Conmandi ng O ficer, NAVFAC Europe" "Construction Safety Oficer - [__ ],
CEC, U. S. Navy, Resident Oficer in Charge of Construction".

2.2.1 Project Identification Signboard (Navy)

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Use the follow ng paragraph for all NAVY
projects and include the appropriate project
identification signboard plates at the end of this
section. Signboard Plates are grouped for CNI C and
NAVFAC wi t hout rendering, USMC and NAVFAC wi t hout
rendering, CNIC and NAVFAC with rendering, and USMC
and NAVFAC with rendering. Delete this paragraph
for Air Force projects and utilize the Air Force
paragraph in Section 01 58 00 PRQJECT

| DENTI FI CATION. ntain the signboard graphics

pl ates from "UFGS G aphics Table of Contents"

| ocat ed at

http://www.wbdg.org/cch/NAVGRAPH/graphtoc.pdf

*% *% *% *% *% * *% *% *%%

A project identification signboard nust be provided in accordance with
attached Plates [1, 3, and 4][1MC, 3, and 4][2, 3, 4, and 5][2MC, 3, 4, and
5]. The signboard is to be placed at a conspicuous | ocation on the job
site where directed by the Contracting O ficer.

a. The field of the sign must consist of a minimmof [1200 by 2400 m] [4
by 8 foot][ ] sheet of exterior plywood.

b. The entire signboard and supports nust be painted. The lettering and
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sign work must be performed by a skilled sign painter using paint known
in the trade as bulletin colors. The colors, lettering sizes, and
lettering styles rmust be as indicated.

c. NAVFAC |l ogo nust be a sticker/decal with either transparent or white
background or paint the logo by stencil onto the sign. The weather
resi stant sticker/decal filmnust be rated for a m ni nrum of 2-year
exterior vertical exposure. NAVFAC Logo is available at:
http://www.navfac.navy.mil/about_us/logos_and_seals.html

d. Sign paint colors
(1) Blue = To match dark blue color in the NAVFAC | ogo.

(2) Wiite = To match Brilliant Wiite color in the NAVFAC | ogo.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Use the foll ow ng paragraph when a rendering
is required on the signboard.
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[ e« Final signboard artwork (rendering) may be either nounted under
plexiglas as indicated in attached Plates 2, or at the Contractor's
option nay be electrostatically printed on self-adhering, weather
resistant, glossy vinyl filmand nounted to signboard. Provide film
that is capable of full color reproduction of the building rendering
and is rated for a mininmumof 2 years exterior vertical exposure.

111 PART 3 EXECUTI ON

3.1  TEMPORARY PHYSI CAL CONTROLS

3.1.1 Access Controls

3.1.1.1 Tenporary Barricades

Contractor nust provide for barricading around all work areas to prevent
public access.

3.1.1.2 Fencing

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Fenci ng requirenents nust be eval uated based
on the exposure potential of the construction site
to the public. The public is considered as any
non- construction personnel. M ninum fencing may
range fromnylon fabric (reinforced by a top
supporting cable to provide adequate strength to
provi de needed physical protection) to 2400 nm 8 foot
chain link fencing.
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NOTE: Use the second (optional) paragraph for
NAVFAC Sout heast projects at the Charleston Air
Force Base and for other NAVFAC Sout heast projects
as determined by the Contracting O ficer based on
proj ect size, scope, conplexity, and visibility.
Consult the Contracting O ficer for base tenporary
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fencing standards and for base standard col or.
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Fenci ng nust be provided along the construction site at all open
excavations and tunnels to control access by unauthorized people. Fencing
must be installed to be able to restrain a force of at |least 114.00 kg 250
pounds against it.

[ Encl ose the project work are and Contractor |ay-down area with a 2400 nmr 8
ft high [shadow box type, wooden fence and gates] [chain Iink fence and
gates with brow, UV light resistant, plastic fabric nmesh netting (simlar
to tennis court or other screening)]. Renobve the fence upon conpletion and
acceptance of the work. Intent is to block (screen) public view of the
construction.

In addition, prior to the start of work, enclose those areas at the
construction site which are not within the construction fence with a
tenporary safety fence, including gates and warning signs, to protect the
public fromconstruction activities. The safety fence nust nmatch the base
standard col or (or bright orange where it protects excavated areas), nust
be made of [high density polyethylene grid or approved equal] [plastic
fence fromrecovered materials contai ning 60-100 percent recovered content
| evel plastic], a mninmmof 1100 nr 42 inches high, supported and tightly
secured to steel posts |located on mninun 3000 nm 10 foot centers. Renobve
the fence fromthe work site upon conpletion of the contract.

13.1.1.3 Signs

Pl ace warning signs at the construction area perineter designating the
presence of construction hazards requiring unauthorized persons to keep
out. Signs nust be placed on all sides of the project, with at |east one
sign every 90 nm 300 feet. Al points of entry nmust have signs designating
the construction site as a hard hat area.

3.1.1. 4 Traffic Work

Al'l work around/invol ving roadways, to include roadway excavations and
utility crossings, must be conducted in accordance with Manual of Traffic
Control Devices. Contractors nust provide and ensure appropriate road
closure and detour signs are established as necessary for notor traffic
managenent. All road closures nust be coordinated with the Contracting
Oficer in advance. Self-illumnated (lighted) barricades nust be provided
during hours of darkness. Brightly-colored (orange) vests are required for
al | personnel working in roadways. Road closures require a road cl osure
pl an showi ng the | ocation of signage.

[3.2 TEMPORARY W RI NG
Provide tenporary wiring in accordance with NFPA 241 and NFPA 70, Assured
Equi pment Groundi ng Conductor Program  Program nust include frequent
i nspection of all equi pnent and appar at us.

I 3.3 REDUCED PRESSURE BACKFLOW PREVENTERS

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Include the following for all projects
connecting to a potable water supply.

For NAVFAC Sout hwest, infornmation on FCCCHR Li st
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approved reduced pressure principle backfl ow devices
may be obtained fromthe Navy Public Wrks Center
San Diego, UWilities Departnent, (619) 556-7964.
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Provi de an approved reduced pressure backfl ow preventi on assenbly at each
| ocati on where the Contractor taps into the Governnent potable water supply.

A certified tester(s) must performtesting of backflow preventer(s) for
proper installation and operation and provi de subsequent tagging. Backflow
preventer tests nust be perforned using test equi pnent, procedures, and
certification forns conformng to those outlined in the latest edition of
the Manual of Cross-Connection Control published by the FCCCHR Manual

Test and tag each reduced pressure backfl ow preventer upon initial
installation (prior to continued water use) and [quarterly] [rnonthly]
[ ] thereafter. Tag nust contain the followi ng information: make,
nodel , serial nunber, dates of tests, results, nmmintenance perfornmed, and
signature of tester. Record test results on certification forns conform ng
to requirenents cited earlier in this paragraph

[ 3.4 GRASS CUTTI NG

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Use the follow ng paragraph for NAVFAC

Sout heast projects at the Charleston Air Force Base
and for other NAVFAC Sout heast projects as

determ ned by the Contracting Oficer based on

proj ect size, scope, conplexity, and visibility.

*% *% *% *% *% *% *% *% *%%

Cut grass (or annual weeds) within the construction and storage sites [to a
maximum 100 mr 4 inch height at |east once a week during the growi ng season
unl ess the grass area is not visible to the public. Trimthe grass around
fences at time of grass cutting. Mintain grass or weeds on stockpil ed
earth as descried above.][as needed to naintain the site in a neat and
orderly appearance. ]

] -- End of Section --
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