CONDUIT STUBBED UP ADJACENT TO
HANDHOLE; NUMBER AND SIZE AS
REQUIRED

SET TOP OF CONCRETE
FOUNDATION 4" ABOVE

POLE — SEE POLE SKETCH AND
SPECIFICATION

—— HANDHOLE - SEE POLE SKETCH
AND SPECIFICATION

CHAMFER ALL EDGES OF CONCRETE
BASE 1/2”

FINISHED GRADE

‘ INSULATED COPPER GROUNDING
CONDUCTOR ATTACHED TO INTERNAL

LUG WELDED TO INTERIOR OF
POLE. SIZE PER NFPA 70.

L

CIRCUIT CONDUCTORS AND 9
CONDUIT TO POWER

"\ SOURCE OR NEXT POLE

!
!

.

S

- |eat——ANCHOR BOLTS AS
q

RECOMMENDED BY ——
MANUFACTURER OF POLE

' "\ —\

[™~—#4 BARS VERTICAL AT 6”
EACH FACE

#3 BARS AT 12" ON

GRADE
I 5'\\ T wu\w T
e T
Corerh s
S
i. W}'HM }F
COPPER EQUIPMENT AL
GROUNDING CONDUCTOR ERHTTIN
— ATTACH TO INTERNAL | Fo e
LUG WELDED TO INTERIOR SITHE
OF POLE. CONDUCTOR e g1
TO BE SAME SIZE AND sl T
TYPE AS SUPPLY PHASE BRI
CONDUCTOR. SETET 1
‘@,Ji Vv s
i
CIRCUIT CONDUCTORS AND NN
CONDUIT TO POWER AR
SOURCE OR NEXT POLE I
LTI
RS
CONCRETE PER —~—'B" —
SPECIFICATION

CENTER HORIZONTALLY i‘
3/4" X 10" GROUND ROD

HEIGHT A B

g'-12' % | 12"
13'-20' 47 | 16"
21'-30" 72" | o4
3140’ 78" | 307

ANCHOR BASE POLE FOUNDATION

REVISED:

NOVEMBER 2020

LUMINAIRE PLATE: X|_—21



AutoCAD SHX Text
REVISED:

AutoCAD SHX Text
NOVEMBER 2020

AutoCAD SHX Text
XL-21

AutoCAD SHX Text
LUMINAIRE PLATE:

AutoCAD SHX Text
ANCHOR BASE POLE FOUNDATION

AutoCAD SHX Text
A

AutoCAD SHX Text
POLE

AutoCAD SHX Text
HEIGHT

AutoCAD SHX Text
8'-12'

AutoCAD SHX Text
13'-20'

AutoCAD SHX Text
21'-30'

AutoCAD SHX Text
36"

AutoCAD SHX Text
42"

AutoCAD SHX Text
B

AutoCAD SHX Text
12"

AutoCAD SHX Text
31'-40'

AutoCAD SHX Text
72"

AutoCAD SHX Text
78"

AutoCAD SHX Text
16"

AutoCAD SHX Text
24"

AutoCAD SHX Text
30"

AutoCAD SHX Text
"A"

AutoCAD SHX Text
4"

AutoCAD SHX Text
"B"

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
INSULATED COPPER GROUNDING CONDUCTOR ATTACHED TO INTERNAL LUG WELDED TO INTERIOR OF POLE. SIZE PER NFPA 70.

AutoCAD SHX Text
CHAMFER ALL EDGES OF CONCRETE BASE 1/2"

AutoCAD SHX Text
HANDHOLE - SEE POLE SKETCH AND SPECIFICATION

AutoCAD SHX Text
POLE - SEE POLE SKETCH AND SPECIFICATION

AutoCAD SHX Text
CONDUIT STUBBED UP ADJACENT TO HANDHOLE; NUMBER AND SIZE AS REQUIRED

AutoCAD SHX Text
SET TOP OF CONCRETE FOUNDATION 4" ABOVE GRADE

AutoCAD SHX Text
COPPER EQUIPMENT GROUNDING CONDUCTOR - ATTACH TO INTERNAL LUG WELDED TO INTERIOR OF POLE. CONDUCTOR TO BE SAME SIZE AND TYPE AS SUPPLY PHASE CONDUCTOR.

AutoCAD SHX Text
CIRCUIT CONDUCTORS AND CONDUIT TO POWER SOURCE OR NEXT POLE

AutoCAD SHX Text
CONCRETE PER SPECIFICATION

AutoCAD SHX Text
CIRCUIT CONDUCTORS AND CONDUIT TO POWER SOURCE OR NEXT POLE

AutoCAD SHX Text
ANCHOR BOLTS AS RECOMMENDED BY MANUFACTURER OF POLE

AutoCAD SHX Text
#4 BARS VERTICAL AT 6" EACH FACE

AutoCAD SHX Text
#3 BARS AT 12" ON CENTER HORIZONTALLY

AutoCAD SHX Text
3/4" X 10' GROUND ROD


