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Energized Work Is Not Allowed .
Shock, Arc Flash, and Arc Blast Hazard
Arc flash available incident energy is
greater than 40 cal/cm’ at 18 inches.
Failure to Comply
Can Result in Injury or Death. f

NOTES:

—_

PROVIDE SELF—ADHESIVE VINYL LABEL TO AFFIX TO ELECTRICAL EQUIPMENT TO WARN OF ARC FLASH
HAZARDS.

THE LABEL FORMAT AND TEXT SHALL BE IN ACCORDANCE WITH THE FIGURE.

THE LABEL SHALL BE LOCATED ON THE EQUIPMENT TO BE CLEARLY VISIBLE TO QUALIFIED PERSONS
BEFORE EXAMINATION, ADJUSTMENT, SERVICING, OR MAINTENANCE OF THE EQUIPMENT.

THE SIZE OF THE LABEL SHALL BE MINIMUM:

EQUIPMENT TYPE HEIGHT WIDTH
INDOOR 2" 3"
OUTDOOR 3" 45"

A DOWNLOADABLE WINDOWS METAFILE IS AVAILABLE ON THE WHOLE BUILDING DESIGN GUIDE WEBSITE
(WWW.WDBG.ORG) FOR USE IN A LABEL MAKING MACHINE.

A THE FILE IS LOCATED ON THE "NAVFAC CADD DETAILS™ PAGE. TO NAVIGATE TO THIS LOCATION,
FOLLOW: HOME > DOCUMENTS & REFERENCES > CCB > CADD LIBRARY > NAVFAC CADD
RESOURCES > NAVFAC CADD DETAILS.

B.  ALTERNATIVELY, TYPE IN THE FOLLOWING ADDRESS IN INTERNET EXPLORER:
HTTP: //WWW.WBDG.ORG/CCB/BROWSE_ CAT.PHP?C=232

ARC FLASH WARNING LABEL FOR LOCATIONS IDENTIFIED TO BE >40 CAL/CM?

SKETCH DATE APRIL 2015 | STYLE AF—7




